Closing pressures

max. permissible closing pressures with flow direction against the closing direction of the plug and P, = 0 (Observe regulations, see page 11)

Spring closes on air failure

DN 15 20 25 32 40 50 65 80 100
Seat-&@ (mm) 21 21 21 31 41 51 66 81 101
Standard Kvs-values méh)| 4 6.3 10 16 25 40 63 100 160
Reduced Kvs-values " (m3lh) 2,5 4,25 6,3 10 16 25 40 63 100
Stroke (mm) 20 30
I 54 54 2,6 1.5 0,3
0,2-1,0 1.2 L. 2,2 2,2 0,6
Il
I. 18,6 18,6 10,6 17 38 2,1 08 03
0,4-1,2 . 1.4 L. 15,4 15,4 8,6 6,2 3 1,6 03
S il 8,6 8,6 7 49 1,7 0,7 0,1
@ I 40 40 26,8 20,1 1 6,8
5 0,8-2,4 % 2,7 L. 40 40 24,8 18,5 10,1 6,2
=1 5 I 26,3 26,3 23,1 17.3 8,8 54
2 e 1. 5 31 18
Sf,t”saztor i 1,0-2,0 § 24 I 45 28 16
£ £ i, 43 26 15
g i ] 40 40 40 40 235 14,9
o [1,5-25 _g 2,8 . 40 40 40 40 22,6 14,4
.% . 40 40 40 388 21,3 135
g . 40 40 40 40 37,8 24,2
2,3-3,1 & |4 L. 40 40 40 40 36,9 23,7
. 40 40 40 40 35,6 22,8
l. 12 1,1 4,8
2,0-4,0 4,5 L. 11,5 74 4,6
I 11,2 12 4,5
I 1329 | 1329 | 739 | 529 249 1,29 02
0.2-1,0 12 IL. 109 109 549 379 1,59 0,6°
Il 49 49 37 2,4 0,2
I 3419 | 3419 | 2029 | 159 8,19 499 25 14 07
0,4-1,2 |14 IL. 3099 | 3099 | 1829 | 1359 729 439 2 1,1 0,5
S I 19,1 19,1 16,6 12,2 59 35 1,7 09 0,4
@ I 40 40 40 34,7 19,4 12,3 6,9 4,3 2,6
= 0,8-2,4 % 2,7 . 40 40 40 33,1 18,6 1.7 6,5 4 2,4
=3 s il 40 40 40 31,9 17.3 10,9 6,2 39 2,3
] = I 14,7 9,5 59
g;t“sa;m 2 1530 | € (33 I 14,2 9.2 57
[=2] [=p]
£ £ . 14 9 5,6
g i I 40 10 40 40 40 289
o |1,7-27 _g 31 . 40 40 40 40 40 28,4
.% . 40 40 40 40 40 21,5
g l. 20,3 13,2 83
2,0-4,0 = (a5 (I 19,8 12,9 8,1
Il 19,5 12,7 8
. 40 40 40 40 40 40
2,3-3,1 4,5 . 40 40 40 40 40 39,5
. 40 40 40 40 40 38,6
I 259 | 149 | 079
0,2-1,0 |12 L. 20 119 059
g . 179 | 099 | 04"
® I 79 449 | 269
= 0,4-1,2 § 1.4 L. 6,5 d) 419 2.4 d)
=2 S . 6,2 b) 3,9 b) 2.3 b)
— g ‘_g", L 15,9 10,3 6,5
DP 34 ‘» 0,8-2,4 ‘w21 . 15,5 10 6,3
[=2] (=2
£ £ M. 1529 | 989 | 619
g : L 40 29,6 19
S (2130 S 33 [ 40 293 18,8
.% . 40 29,2 18,6
g ) 40 341 218
24-36 & 145 I 40 338 216
. 40 33,6 215
. Fig. 440: PTFE-V-ring unit; Il. Fig. 440: Pure graphite packing; lll. Fig. 441: Bellow seal
max. permissible operating pressure  a) 2,5 bar b) 3,5 bar c) 4,5 bar d) 5 bar
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Closing pressures

max. permissible closing pressures with flow direction against the closing direction of the plug and P, = 0 (Observe regulations, see page 11)

Spring opens or air failure

DN 15 20 25 32 40 50 65 80 100
Seat- (mmy| 21 21 21 31 41 51 66 81 101
Standard Kvs-values min)| 4 6.3 10 16 25 40 63 100 160
Reduced Kvs-values ) m3m)| 25 4,25 6,3 10 16 25 40 63 100
Stroke (mm) 20 30
L 18,6 18,6 10,6 77 38 21 08 03
1,4 IL. 15,4 15,4 8,6 6.2 3 16 03
M. 127 127 7 49 17 07 0,1
= L 40 40 34,8 26,2 14,6 9,1 5 3,1 18
% 2 . 40 40 329 24,7 13,7 8,5 45 28 16
5 M. 40 40 31,2 235 12,4 77 43 2,6 15
8 I 40 40 324 20,7 12 77 438
= 3 IL. 40 40 315 20,2 11,5 74 46
Actuator = M. 40 40 30,2 19,3 11,2 7.2 45
DP 32 > I 40 324 19 124 738
3 4 IL. 40 318 185 12 76
S M. 40 30,9 18,2 11,9 75
9 I 40 26 17 10,8
£ 5 . 40 25,5 16,7 10,6
& M. 40 25.2 16,5 10,5
I 33 216 138
6 IL. 325 213 13,6
M. 322 211 134
L 3419 | 3419 | 2029 | 159 8,19 499 2.5 14 07
14 . 30,99 30,99 18,29 13,5 7,29 439 2 11 0,5
M. 282 282 16,6 122 59 35 17 09 04
5 L 409 409 409 409 | 2519 | 169 9.1 58 35
% 2 . 409 40° 409 40° 2439 15,49 8,7 55 34
5 M. 40 40 40 40 229 14,6 8,4 53 32
& L 409 34,5° 20,3 132 8.3
= 3 I 209 | 3399 19,8 12,9 8,1
Actuator = M. 40 33,1 19,5 12,7 8
DP 33 > I 209 314 20,6 13,1
3 4 IL. 409 30,9 203 12,9
g . 40 30,6 20,1 12,8
9 I 40 28 17.9
£ 5 I 40 21,1 17,1
& M. 40 215 175
I 354 226
6 [ 35,1 22,4
] 34,4 22
B L 79 449 | 269
< 1,4 II. 6,59 419 249
2 m 629 | 39Y | 239
g I 2049 | 1339 | 849
5 2 [ 209 139 | 829
Actuator =3 i 1979 | 1289 | g1b
DP 34 é’, i 209 2829 189
s 3 I 409 | 2799 | 1789
g [ 209 | 2779 [ 17,79
B L 409 | 3249
S 45 Il 209 | 3229
& T
. Fig. 440: PTFE-V-ring unit; Il. Fig. 440: Pure graphite packing; lll. Fig. 441: Bellow seal
max. permissible operating pressure  a) 2,5 bar b) 3,5 bar c) 4,5 bar d) 5 bar

") Other Kvs-value-reductions are possible with series 445 / 446 Stainless steel body with screwed seatring (see page 10).
Max. permissible operating pressures on request.
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